
TECHNICAL SPECIFICATIONS 

AUDIO | Loudspeaker System (Fixed) 
4 Coda Audio HOPS8I Versatile dual 8” coaxial system, 450W  

4 Coda Audio H8H Horizontal U-bracket for HOPS8i 

4 Trigger clamp  

4 Eye and safety 

1 Coda Audio Linus 5-C 4-in/4-out loudspeaker management power 

amplifier 4x 1200 W 

4 NL4 link 

 

AUDIO | Loudspeaker System (Demountable) 
2 Coda Audio CoRAY4 2-way portable line source loudspeaker 

2 Coda U15 subwoofer 

1 Coda Audio Linus 5-C 4-in/4-out loudspeaker management power 
amplifier 4x 1200 W Housed in 12U rack  

1 Rack I/O panel 

2 K&M adjustable distance pole 

2 1 x NL4 - 5m  and 1 x NL4 - 15m 

2 Staggered sub/top breakout 

1 32A mains distro 

1 13A to 32A step-up cable - 5m 

 

AUDIO | Processing & Control 
1 QSC Q-Sys Core 110f system/control processor 

1 UCI deployment licence for Core 110f 

1 Scripting licence for Core 110f 

1 QSC TSC-80W-G2 8" touchscreen controller 

1 QSC NS-1124P 24-port network switch  

1 Preconfigured for Q-SYS Audio, Video and Control with 12x PoE+ ports. 
With advanced QoS and IGMP to also support AES67 and Dante in same 

VLAN. 

 

AUDIO | Console Package 

1 Allen & Heath SQ5 48 channel, 16+1 fader digital mixer 

1 Adlib Audio A&H SQ5 Console Flightcase 



1 Allen & Heath DT168 Dante I/O Expander 

1 Allen & Heath SQ Dante Module for SQ Series Mixers 

1 Allen & Heath AB1608 Rack Mount Kit for AB618 and DX168 - 4u 

1 AA 12U - 12U Shock Mounted Rack 

2 EtherCON cable - 10m 

 

AUDIO | Stage Package 
4 Shure SM58-LC Vocal Dynamic, Cardioid 

2 Shure SM57-LC Vocal Dynamic, Cardioid 

2 Sennheiser e614 Super-cardoid Black-electret Condenser Microphone 

4 
 

Klark Technik DN100 Roadworthy Active D.I. Box 

8 Konig & Meyer 210/9 microphone stand, black 

2 Konig & Meyer 259 microphone stand, black 

12 XLR - 10m 

1 Microphone case 

 

AUDIO | RF 
6 Sennheiser EW 100-series radio system with handheld transmitter 

4 Sennheiser SK100 bodypack transmitter 

4 Proel HCM12EK headset microphone 

2 Sennheiser ASA 214-UHF antenna splitter 

1 RF Venue Diversity Fin antenna  

2 RF Venue low-loss antenna cable -15m 

 

AUDIO | Show Relay Microphone 

1 Sennheiser e914 Cardioid condenser microphone 

1 Truss clamp with microphone fixing 

1 10-port layer 2+ managed gigabit network switch 

 

LIGHTING | Power 
3 4-way PowerCON distro 

3 PowerCON Grey or 32A ceeform to PowerCON Blue cable - 10m 

3 PowerCON Grey to Fused 13A 4-way - 10m 

 

VIDEO | Projection 
1 Blustream IP200UHD-RX 

1 Blustream Performance HDMI - 1m 

 

VIDEO | Camera 
1 QSC PTZ-12x72 PTZ camera 

1 Blustream IP200UHD-TX multicast transmitter 

1 Blustream HEX70B-KIT HDBaseT transmission kit 

3 Blustream Performance HDMI - 1m 



VIDEO | Relay Screens 

8 Blustream IP200UHD-RX 

8 Blustream Performance HDMI cable - 1m 

 

VIDEO | Distribution 

1 Blustream ACM200 control interface for IP matrix 

1 28-port layer 2+ managed gigabit network switch with 370W  

 


